Aluraen FAIRWAY
Data Sheet M

422mm

KEY FEATURES DIMENSIONS

@ Decorative LED surface mount luminaire

¢ High transmission, low spotting opal diffuser

® Finished in black RAL 9005 with gold interior trim

e Suspended option | | Issmm

e Long life 50,000h L70/B50

® D year warranty \ 0422
mm

ORDERING INFORMATION OPTIONS
Luminaire Colour Luminaire Luminaire Model ref.
output temp power efficacy Options Suffix
(1tm) (tcw) (Ilm/tcw)
2130 830 23 926 FL-ALU-010 Suspension kit /SUS
2350 840 23 102.2 FL-ALU-011 Product variations available PV.
2450 855 23 1065 FL-ALU-012
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Aluraen FAIRWAY

Options & accessories

/SUS
1.5 m suspension kit
c/w ceiling rose

PRODUCT VARIATIONS - Contact Sales

K)k)o

Recessing kit White & gold finish Any RAL colour

Fairway Lighting Ltd
+44(0)1603 722 779
info@fairwaylighting.co.uk

www.fairwaylighting.co.uk

Please note: Specification values may change due to rapid development of lighting technology. All performance data is taken at an ambient temperature of +25°C.
Data may be rounded up/down for illustrative purposes. We reserve the right to amend or change details without prior notification. EG&OE
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