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Key Features Technical Drawing
®  Decorative aluminium hand spun LED Pendant

62 mm
®  Supplied with replaceable E27 Philips Deco LED lamp (Dimming or Warm Dim) A

. . . 19m maxL
®  Availablein three desirable colourways as standard
®  Supplied with colour coordinated ceiling cup
(4 Bespoke paint finishes available A

( Red braided cable option

218 mm

®  Adjustable 2 m suspension cable

> Interior finish in white satin

2335 mm
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Ordering Information Options
Output Power Colour LED Lamp Type Model Ref. Please select from the options below.
370Im 6W 2200-2700 E27 Warm dim FL-ELY-010 Black satin outer, white satin inner /B
620Im 8W 2700 E27 Dimmable FL-ELY-011 Grey satin outer, white satin inner /G
Red gloss outer, white satin inner /R
Red braided cable /RC

Contact sales for product variations

Please note: Specification values may change due to rapid development of lighting technology. All performance data is taken at an ambient temperature of +25°C. Data may be rounded up/down for illustrative purposes.
Tolerance range of optical and electrical data is +/-10%. We reserve the right to amend or change details without prior notification. E&OE. MDS-160D-REV7 06/07/2023
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Options

FL-ELY-010 FL-ELY-011 /B /G
Warm dim (E27) Dimmable (E27) Black satin outer, white satin inner Grey satin outer, white satin inner
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/R /RC Product variations

Red gloss outer, white satin inner Red braided cable Other colours and specifications
available onrequest

Fairway Lighting Ltd
+44(0)1603 722 779
info@fairwaylighting.co.uk

www.fairwaylighting .co.uk

Please note: Specification values may change due to rapid development of lighting technology. All performance data is taken at an ambient temperature of +25°C. Data may be rounded up/down for illustrative purposes.
Tolerance range of optical and electrical data is +/-10%. We reserve the right to amend or change details without prior notification. E&OE. MDS-160D-REV7 06/07/2023



