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Specular
Satin etch . 4186 mm !
Key Features Technical Drawing
®  Professional gimbal with a wide choice of options and accessories
®  Incorporates Tridonic LED module and driver systems
» UGR<19and ETL compliant variants E £
E
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»  Multifaceted 40° reflector supplied as standard ] ,,E, l | | [X
(]
®  Height under 102 mm using optimised passive thermodynamics | | || || | |
®  Emergency, DALl and dimming options T | |
' 176 mm cutout ‘
®»  Syearwarranty
! 186 mm bezel \
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Ordering Information Options
Fixed current Tridonic driver using quality components for general applications Please select from the options below.
Luminaire Output Power Colour Model Ref. Black /BK
(Ilm) (tcw) 25° multi- faceted IMF25
1025 8 830 FL-NOV-010 60° multi- faceted /MF60
1075 8 840 FL-NOV-011 40° specular /SP40
1725 14 830 FL-NOV-012 50°satin /SA50
1800 14 840 FL-NOV-013 100k h Tridonic Excite driver /TOP
2375 19 830 FL-NOV-014 SwitchDIM, DALI or DSI /ECO
2450 19 840 FL-NOV-015 Bluetooth wireless control - inc dim /BTC
3150 78 830 FL-NOV-016 Emergency - remote indicator /EM
3275 28 840 FL-NOV-017 DALl emergency - remote indicator /EMD
Emergency - integral indicator /EMI
/TOP - 100,000h Tridonic Excite driver with I-select and loop-in/out function using high quality components for DALl emergency - integral indicator /EMDI

professional applications.

Please note: Specification values may change due to rapid development of lighting technology. All performance data is taken at an ambient temperature of +25°C. Data may be rounded up/down for illustrative purposes.
Tolerance range of optical and electrical data is +/-10%. We reserve the right to amend or change details without prior notification. E&OE. MDS-130D-REV10 02/09/2024
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Options

/BK /MF25 /MF60 /SP40

Black 25° Multi- faceted reflector 60° Multi- faceted reflector 40° Specular reflector

L

/SA50 /EM /EMD /EMI
50° Satin reflector 3h EM conversion 3h DALI/ ST EM conversion 3h EM conversion
c/wlizard indicator c/w lizard indicator c/wintegral indicator

coati»  CASAMBI

/EMDI /TOP /ECO /BTC
3h DALI/ ST EM conversion Tridonic Excite Driver - 100K hours SwitchDIM, DALI or DSI Casambi Bluetooth wireless
c/wintegralindicator |-Select, Loopin - loop out network (inc dim)
(]
Accessories
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TA210/BLACK TA241 PV - Contact Sales
Frosted vertical halo Centre etched glass RGBW colour change

Fairway Lighting Ltd
+44(0)1603 722 779
info@fairwaylighting.co.uk

www.fairwaylighting.co.uk

Please note: Specification values may change due to rapid development of lighting technology. All performance data is taken at an ambient temperature of +25°C. Data may be rounded up/down for illustrative purposes.
Tolerance range of optical and electrical data is +/-10%. We reserve the right to amend or change details without prior notification. E&OE. MDS-130D-REV10 02/09/2024



