Ravena
Datasheet

TRIDONIC

TECHNOLOGY

INSIDE

FAIRWAY

/BB

/WB

Key Features

‘— 189 mm —l

Technical Drawing

®  Fully adjustable LED framelight

®  Incorporates Tridonic LED module and driver system

v

UGR19 and ETL compliant variants

v

®  Plaster-in option

v

Emergency, DALI and dimming options

v

5year warranty
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Ordering Information

Multifaceted 40° reflector as standard. Alternative reflector and beam options

145 mm

— = 35 mmmax

| |
‘ 180 mm x 180 mm cutout ‘
|

™ 189 mm x 189 mm bezel

Bezel
Gimbal

Options

Heads Luminaire output Power Colour Model Ref.
(Iirm) (tcW)
1x 1025 8 830 FL-RAVS-010
1x 1075 8 840 FL-RAVS-011
1x 1725 14 830 FL-RAVS-012
1x 1800 14 840 FL-RAVS-013
1x 2375 19 830 FL-RAVS-014
1x 2450 19 840 FL-RAVS-015
1x 3150 28 830 FL-RAVS-016
1x 3275 28 840 FL-RAVS-017
Output figures are per head
Finish Options
Please select from the options below.  White = RAL9016, black = RAL9005
White bezel, white gimbal /WWwW
Black bezel, black gimbal /BB
White bezel, black gimbal /WB
Black bezel, white gimbal /BW

Please select from the options below.

25° multi-faceted reflector

60° multi-faceted reflector

40° specular reflector

50° satin reflector

SwitchDIM, DALI or DSI

Excite 100,000 hour driver

Casambi Bluetooth wireless network (inc dim)
Emergency (remote indicator)

DALI emergency (remote indicator)
Emergency (integral indicator)

DALI emergency (integral indicator)
High colour rendering

Plaster-in

Mesh void guard

Black snoot

/MF25
/MF60
/SP40
/SA50
/ECO
/TOP
/BTC
/EM
/EMD
/EMI
/EMDI
/9

/Pl
VG
/SN

Please note: Specification values may change due to rapid development of lighting technology. All performance data is taken at an ambient temperature of +25°C. Data may be rounded up/down for illustrative purposes.
Tolerance range of optical and electrical data is +/-10%. We reserve the right to amend or change details without prior notification. E&OE. MDS-154D-REV9 24/08/2021



Ravena Duo TRIDONIC

Datasheet NSIDE FAIRWAY

/BB

348 mm
/WB ' '
Key Features Technical Drawing
®  Fullyadjustable LED framelight
®  Incorporates Tridonic LED module and driver system o
®»  UGR19and ETL compliant variants e £
£
£
®»  Multifaceted 40° reflector as standard. Alternative reflector and beam options By ._,E.
= m v @
®  Plaster-in option t I
o !
®»  Emergency, DALI and dimming options ‘ 339 mm x 180 mm cotout ‘
®» Syearwarranty ‘ 348 mm x 189 mm bezel ‘
Bezel
Gimbal
Ordering Information Options
Heads Luminaire output Power Colour Model Ref. Please select from the options below.
(llm) (tcw)
I 1025 3 830 FL-RAVD-010 25° multi-faceted reflector /MF25
Ix 1075 8 840 FL-RAVD-011 60° multi-faceted reflector /MF60
Ix 1775 14 830 FL-RAVD-012 40° specular reflector /SP40
2x 1800 14 840 FL-RAVD-013 20" satin reflector /SAS0
Ix 2375 19 830 FL-RAVD-014 SwitchDIM, DALI or DSI /ECO
Ix 2450 19 840 FL-RAVD-015 Excite 100,000 hour driver /TOP
Ix 3150 28 830 FL-RAVD-016 Casambi Bluetooth wireless network (inc dim) /BTC
Ix 3975 )8 840 FL-RAVD-017 Emergency (remote indicator) /EM
Qutput figures are per head DALI emergency (remote indicator) /EMD
. . Emergency (integral indicator) /EMI
Finish Options A
DALI emergency (integral indicator) /EMDI
High colour rendering 19
Please select from the options below.  White = RAL9016, black = RAL9005 .
Plaster-in /Pl
Mesh void guard VG
White bezel, white gimbal IWW
Black snoot /SN
Black bezel, black gimbal /BB
White bezel, black gimbal /WB
Black bezel, white gimbal /BW

Please note: Specification values may change due to rapid development of lighting technology. All performance data is taken at an ambient temperature of +25°C. Data may be rounded up/down for illustrative purposes.
Tolerance range of optical and electrical data is +/-10%. We reserve the right to amend or change details without prior notification. E&OE. MDS-154D-REV9 24/08/2021



Ravena Trio TRIDONIC
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Key Features

504 mm

FAIRWAY

Technical Drawing

HTING

®»  Fullyadjustable LED framelight

®  Incorporates Tridonic LED module and driver system

» UGR19 and ETL compliant variants

®»  Multifaceted 40° reflector as standard. Alternative reflector and beam options
»  Plaster-inoption

®»  Emergency, DALl and dimming options

®»  Syearwarranty
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Ordering Information

145 mm
35 mm max

Wﬂﬁﬂﬁﬂ

495 mm x 180 mm cut-out

504 mm x 189 mm bezel

Options

Please select from the options below.

Heads Luminaire output Power Colour Model Ref.
(llm) (tcw)

3x 1025 8 830 FL-RAVT-010

3x 1075 8 840 FL-RAVT-011
3x 1725 14 830 FL-RAVT-012
3x 1800 14 840 FL-RAVT-013
3x 2375 19 830 FL-RAVT-014
3x 2450 19 840 FL-RAVT-015
3x 3150 28 830 FL-RAVT-016
3x 3275 28 840 FL-RAVT-017

Output figures are per head

Finish Options

Please select from the options below. White = RAL9016, black = RAL9005

White bezel, white gimbal IWW
Black bezel, black gimbal /BB
White bezel, black gimbal /WB
Black bezel, white gimbal /BW

25° multi-faceted reflector
60° multi-faceted reflector
40° specular reflector

50° satin reflector
SwitchDIM, DALI or DSI
Excite 100,000 hour driver

Casambi Bluetooth wireless network (inc dim)

Emergency (remote indicator)

DALI emergency (remote indicator)
Emergency (integral indicator)
DALI emergency (integral indicator)
High colour rendering

Plaster-in

Mesh void guard

Black snoot

/MF25
/MF60
/SP40
/SA50
/ECO
/TOP
/BTC
/EM
/EMD
/EMI
/EMDI
/9

/Pl
/NG
/SN

Please note: Specification values may change due to rapid development of lighting technology. All performance data is taken at an ambient temperature of +25°C. Data may be rounded up/down for illustrative purposes.

Tolerance range of optical and electrical data is +/-10%. We reserve the right to amend or change details without prior notification. E&OE. MDS-154D-REV9 24/08/2021



Ravena

TRIDONIC

TECHNOLOGY F IRW Y
Datasheet g A A
LIGHT N G
Options
-
I/MF25 /MF60 /SP40 /SA50
25°multi-faceted 60° multi-faceted 40° Specular 50° Satin

ST

/ECO
SwitchDIM, DALI or DSI

/TOP
Tridonic Excite Driver - 100K hours
|-Select, Loop in - loop out

/EM
EM conversion (remote indicator)

/EMD

DALI & self-test EM conversion (remote
indicator)

CaRiDY

/EMI
EM conversion (integral indicator)

/EMDI

DALI & self-test EM conversion (integral
indicator)

Mesh void guard

/SN
Black snoot

Please note: Specification values may change due to rapid development of lighting technology. All performance data is taken at an ambient temperature of +25°C. Data may be rounded up/down for illustrative purposes.
Tolerance range of optical and electrical data is +/-10%. We reserve the right to amend or change details without prior notification. E&OE. MDS-154D-REV9 24/08/2021




CASAMBI

/BTC
Casambi Bluetooth wireless network
(incdim)

19
Ra90 High colour rendering

FAIRWAY

(@ LicHTING

PRODUCT

PV

VARIATION

Product variations
Other colours and specifications
available onrequest

/Pl
Plaster-in

IWW
White bezel, white gimbal

NB: White - RAL9016 Black - RAL9005

/BB
Black bezel, black gimbal

/WB
White bezel, black gimbal

/BW
Black bezel, white gimbal

Fairway Lighting Ltd
+44(0)1603 722 779
info@fairwaylighting.co.uk

www.fairwaylighting.co.uk

Please note: Specification values may change due to rapid development of lighting technology. All performance data is taken at an ambient temperature of +25°C. Data may be rounded up/down for illustrative purposes.
Tolerance range of optical and electrical data is +/-10%. We reserve the right to amend or change details without prior notification. E&OE. MDS-154D-REV9 24/08/2021



